MANTIS: The Mid-Frequency Aperture Array Transient and Intensity-Mapping
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Summary 
The objective of this paper is to present the main characteristics of a wide‐field MFAA precursor that 
we  envisage  to  be  built  at  the  SKA  site  in  South  Africa.  Known  as MANTIS  (the Mid‐Frequency 
Aperture Array Transient  and  Intensity‐Mapping  System),  this ambitious  instrument will  represent 
the next logical step towards the MFAA based SKA telescope. The goal is to use innovative aperture 
array  technology  at  cm  wavelengths,  in  order  to  demonstrate  the  feasibility  of  deploying  huge 
collecting areas at modest construction and operational cost. Such a transformative step is required 
in  order  to  continue  the  exponential  progress  in  radio  telescope  performance,  and  to make  the 
ambitious scale of the SKA Phase 2 a realistic near‐time proposition.  
This  paper  summarizes  the  ideas  that were  discussed  at  the  2016 MFAA/MIDPREP workshop  in 







the MFAA PDR. MANTIS will also provide a new  reference  for  the costing of an MFAA based SKA, 
both the deployment costs (hardware and installation) and the operational costs (in particular power 
consumption  and maintenance).  Finally, MANTIS will present  an opportunity  to  involve  the  South 















up  to  about  100 m2  (the  “EMBRACE”  systems).  Given  the  excellent  results  obtained  with  these 




pulsars  and  SETI.  In  addition,  the  wide  field  of  view  (FoV)  MANTIS  instrument  complements 
extremely  well  the  very  sensitive  but  narrower  FoV  MeerKAT  and  SKA1‐Mid  telescopes.  The 
combination  of  the  two  offers  unique  science  opportunities.  For  example,  using  the wide  FoV  of 
MANTIS, large areas of the sky can be permanently monitored for transient events. On occurrence, a 
trigger can be provided to MeerKAT for more sensitive and higher resolution follow‐up observations. 




for SKA2, MANTIS will allow  scientists  to explore how  to optimally use  these capabilities. This will 
result  in very valuable  input  for  the definition and design of  the  future  large‐scale MFAA  systems, 
such as SKA2. 
In parallel to the science observations, MANTIS will provide the required technology demonstration 
and  validation.  Several  key aspects of MFAA  technology  can and will be demonstrated on a  scale 





MANTIS will also provide a new reference  for  the costing of an MFAA based SKA, both  in  terms of 

















growth,  the  continual  introduction of new  technology  is  required,  since  just  refining or  scaling up 
existing  technology  soon  plateaus  out  (Ekers,  2010).  Consequently,  transformative  technology  is 
essential to maintain exponential progress in radio telescopes. 
To continue exponential growth beyond 2025, at frequencies below 1.5 GHz, aperture arrays are the 






power  consumption  of  antenna  tiles  have  been  reduced  2  –  4  times  over  the  last  5  years,  and 
realistic projections  for 2025 have also been made. Calibration strategies have been defined and a 








Key  aspects  of  MFAA  technology  (e.g.  sensitivity  and  power  consumption)  can  and  will  be 
demonstrated with  engineering  prototypes  that  are much  smaller  than MANTIS  itself.  However, 
several  technologies  require at  least a  full MFAA  station  to be validated.  In particular,  in order  to 
demonstrate the MFAA calibration concept and verify the station beam pattern properties, a system 
of roughly the size of a single station is essential. The strategy to realize a sizable demonstrator has 
also  been  followed  by  LOFAR,  MeerKAT  and  ASKAP  (the  “Initial  Test  Station”,  KAT‐7  and  BETA 
respectively)  and  has  been  extremely  successful  in mitigating  risks  and  learning  essential  lessons 
before finalizing the design of the full system.  
Obviously, there  is a  large synergy with LFAA, which  is conceptually very similar to MFAA. We note 
that  in  the  area  of  calibration  and  imaging, MANTIS  will  be  able  to  take  full  advantage  of  the 
significant advances that have already been made with current  instruments  (e.g. Smirnov 2011).  In 
particular,  the analysis  techniques  that have enabled  instruments such as LOFAR and  the MWA  to 
perform well  in much  less  favorable  ionospheric  conditions,  can  also be  adopted by MANTIS  and 
SKA2.  
Preliminary Science Goals 




A wide field  instrument operating  in the range 300—1400 MHz  is  ideally suited to the detection of 
highly  impulsive  transient  phenomena  whose  radiation  is  generated  by  coherent  emission 
mechanisms.    Such emission  is  characterised by high  (Tb >> 1025K) brightness  temperatures,  short 
(t << 1s)  durations  and  is  often  highly  polarized.    Fast  Radio  Bursts  (FRBs)  represent  the  most 
spectacular recent addition  to  this category. These objects are of extreme  interest as cosmological 
probes of the baryonic content of the Inter‐Galactic Medium, and they represent possible probes of 
the dark energy equation of  state and  the epoch of He  reionization.   Recent evidence appears  to 
vindicate  the  hypothesis  that  at  least  some  of  these  bursts  do  indeed  emanate  at  cosmological 





a  region  spanning  >  600  deg2  over  an  irregularly‐shaped  area.    An  aperture  array  possesses,  in 
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principle,  the unique  virtue of being  able  to  span  such  a  large  and  irregular  FoV  instantaneously.  
Events  in  the  era  of MANTIS  should  be  confined  to  error  regions  >3  times  smaller  as  further 
gravitational wave interferometers commence operation. 





ii) An aperture array possesses  the  flexibility  to  trade between sensitivity and  instantaneous FoV. 
This attribute is extremely useful when one does not know how the event rate scales with burst 
flux density  (i.e.  the  transients equivalent of  source  count  statistics).   For a population whose 
rate  scales  as  R   ΩSν‐γ  (with  γ=1.5  corresponding  to  homogeneously‐distributed  events  in  a 
Euclidean spacetime geometry) the optimal balance between sensitivity and FoV depends on the 
event rate index, γ.  For instance, if we sub‐divide the bandwidth by N in order to achieve a factor 




the HI mass  distribution  on  cosmological  scales  (see  e.g. Rawlings  et  al.  2004).  Indeed,  an  all‐sky 
'billion galaxy survey', using the redshifted HI 21‐cm line, is at the heart of the SKA2 science case. By 
tracing the HI of individual galaxies over the entire sky and at different redshifts, SKA will be able to 
detect  baryon  acoustic  oscillations  (BAO),  which  constitute  a  preferred  clustering  scale  in  the 
distribution of matter on  cosmological  scales,  and  its evolution  as  a  function of  cosmic  time  (e.g. 
Abdalla et al. 2015; Bull et al. 2015). This will enable a direct measurement of  the effects of dark 
energy (e.g. Rawlings et al. 2004; Abdalla & Rawlings 2005); in particular, below a redshift of 2, dark 




to detect  the  first peak  in  the power spectrum, and a modest‐sized precursor such as MANTIS can 
achieve  this  result. Moreover, HI emission observations are not affected by dust extinction, which 
may complicate competing optical/NIR projects such as the Euclid space mission (e.g. Laureijs 2012).   
To  significantly  improve  the  precision  of  cosmological  constants,  a  large  volume  needs  to  be 
sampled. For example, Euclid will survey 2 pi sr over a redshift range of 0.5 to 2.0, which corresponds 
to  a  co‐moving  volume  of  approximately  300  Gpc3.  MANTIS  can  also  access  (at  least)  this  sky 
coverage,  and  it will  also  cover  the  same  redshift  range  (corresponding  to  frequencies  between 
about 500 to 1000 MHz). Thus, in principle it can access the same volume as Euclid.   
IM observations with MANTIS  requires a  large FoV and a compact array configuration,  in order  to 
sample the typical scale of BAOs in one pointing and avoid complications from cosmic variance. The 
BAO scale peaks at ~ 100 Mpc/h which corresponds to about 1 deg (depending on the redshift). This 








Radio  pulsars  are  rapidly‐rotating  neutron  stars,  which  can  be  used  as  ultra‐high‐precision 
astronomical  clocks  for  testing  fundamental  theories  of  gravity  and  dense matter  physics.  Timing 
measurements of a network of millisecond pulsars has the prospect of making the first detection of 





al.  (2010) where  a measurement  of  a  2  solar mass  neutron  star was made  via  its  Shapiro  delay 
signature.    
Increasing  the  number  of  known  millisecond  pulsars  and  relativistic  pulsar  binary  systems  is 
important,  because only a small fraction of these systems provide competitive test‐beds for studying 
fundamental physics  (by virtue of their extreme orbital parameters, orbital geometry, masses, spin 
rates, etc.). Ultimately, a deep SKA all‐sky survey  is needed to find all the best  'laboratories'  in our 
Galaxy.  Pulsars  have  steep  spectra, making  them  intrinsically  brighter  at  lower  frequencies,  but 
scattering, dispersion, and sky  temperature  increase  towards  low  frequency as well, mitigating  the 
signal  strength  and  effective  time  resolution.  An  optimum  frequency  range  for  pulsar  surveys  is 






factor  of  a  few  larger  than  ASKAP).  It will  also  not  be  subject  to  the  detrimental  effects  of  dish 
subarraying. Though the sensitivity of MANTIS is limited, known pulsars and new discoveries can be 
part  of  a  continuous  observing  program  as  a  proof  of  concept  for  the  full  SKA2‐Mid  timing 
observations. Given the wide FoV and multi‐beam capability, this program can be run in parallel with 
other observations, or multiple pulsars can be timed simultaneously. For example, very‐high‐cadence 
monitoring could be used  to search  for starquake‐induced glitches and single‐pulse variations  (e.g. 
Lyne et al. 2010), and there will also be novel applications for timing calibration. 
SETI 
The  Search  for  Extraterrestrial  Intelligence  (SETI)  is  a  scientific  research  topic  that  has  been 
prominently positioned as a key science goal of the SKA almost since the project’s inception several 




Siemion  et  al.  (2015)  have  recently  detailed  the  capabilities  of  SKA1  and  SKA2  with  respect  to 
detecting  artificial  radio  signals  from  a  variety of potential  sources,  including high‐powered  radar 
systems. For example, SKA2 should be capable of detecting planetary radar systems (such as those 
employed  by  Arecibo)  for  the  nearest  hundred  thousand  stars. MANTIS  represents  an  important 
opportunity  for  SETI  researchers  –  first  of  all  it  operates  in  the  so‐called  “water  hole”  (the 
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traditionally  favored  spectral window  for  SETI  around  0.5‐10 GHz),  and  secondly  it  opens  up  the 
possibility to survey large swathes of the sky simultaneously. The latter provides a new capability for 
SETI research at these frequencies, as current SETI  instruments (e.g. Arecibo, GBT etc) provide only 
very restricted  fields‐of‐view  (albeit with high sensitivity).  If SETI signals are very rare but also very 
strong, if they are also transitory in nature, MANTIS offers a new area of discovery space to explore.  
For  the most  part,  SETI  observations  performed  by MANTIS  could  run  commensally  with  other 
astronomical  observations.      Commensal  SETI  surveys would  require  a  spigot  to  be  in  place  that 




we  note  that  these  systems  also  demand  significant  power,  processing  and  archive  capacity.    In 
addition  to  this  commensal  approach,  SETI  researchers  would  also  require  modest  amounts  of 




realizing  a  collecting  area  in  excess  of  1000 m2  is  probably  a  bare minimum  in  order  to  secure 
external  investment.  Since  this  is equivalent  to a 25 metre  telescope, MANTIS’ niche  is  to offer a 

























the  science demonstrator. SKA South Africa has  identified a potential  location, known as  the “K4” 
area  (see  Figure 2). This  site  is  surrounded by hills  that offer excellent RFI  shielding by  terrestrial 
broadcasting and GSM, but also minimizes the risk of  interfering with other activities at the site. As 







 MANTIS MeerKAT JVLA ASKAP WSRT 
Apertif 
















700-1800 1110-1700 843 400-800 400-1420 440-24000 300-10000 100-
3000 
350-14000 
Bandwidth (MHz) 500 1000 1000 300 300 31.25 400 400 400 1000 800 770 
Receptor size (m) 40-50 13.5 25 12 25 778x11.6 100x20  120x15 64 225 300 15 
Fiducial 
frequency (MHz) 
1000 1400 1400 1400 1400 843 600 750 1400 1400 1400 1670 
FoV (deg2) 200 0.86 0.25 30 8 7.8 130 150 0.65 0.003 0.0017 0.49 
Maximum 
baseline (km) 
1 4 35 6 2.7 1.6 0.1 0.12 0.064 0.225 0.5 150 
Resolution 
(arcsec) 
60 11 1.3 7.4 16 45 1260 840 690 196 88 0.25 
A/T (m2 K-1) 50 321 265 65 84 258 160 288 100 1150 1250 1560 
SEFD (Jy) 60 8.6 10 42 33 11 17 9.6 28 2.4 2.2 1.8 
RMS (full 
instantaneous 
BW; μJy h-1/2) 
32 3.2 3.9 29 22 32 10 5.6 16 0.89 0.92 0.75 
Example survey 
speed metric FoV 
x (A/T)2  x BW  
(x 108 deg2 m4 K-2  
MHz) 




detection rate  
FoV x S0-3/2 (full 
instantaneous 






























In  support  of  research  in  support  of  the MFAA,  a  three‐year  EU  FP‐7  funded MIDPREP  program, 
involving two European institutes (Chalmers, Sweden and ASTRON, the Netherlands) and three South 
African Partners  (Stellenbosch University, Rhodes University, University of Cape Town) was put  in 
place  in mid‐2013, and  it has proven most valuable  in developing South African human  resources 
specifically for MFAA. South African students and researchers have become familiar faces at ASTRON 
and Chalmers  in  this period. To  take  this  further, we are presently  investigating  the  installation of 
small (one or two “tile”) systems at SU, UCT or other possible sites, to further develop the skill set 
needed  for  both  engineering  design  and  scientific  commissioning  and  exploitation  of  this MFAA 
technology. 
This obviously  connects very  strongly with SKA‐SA’s highly  successful Human Capital Development 
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